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Wir wünschen Ihnen  
besinnliche Feiertage und  
uns allen Gesundheit und  
Kraft für einen gemeinsamen  
Neustart ins Jahr 2023.

We wish you peaceful holidays as well as 
health and strength to us all for a common 
restart into the new year 2023. 

NCRTC DELHI –  
GHAZIABAD – MEERUT

The RRTS Delhi–Ghaziabad–Meerut Corridor is a 82.15 km long double track railway line originating 
from the centre of Delhi and runs up to Meerut. The line includes 68 km of elevated section as well as 
tunnel sections in Delhi and Meerut. The track system has been realized with Slab Track Austria precast 
elements.

Location  Delhi, India  
Client  Porr Bau GmbH, ADB Asian Development Bank  

Service VCE  Track Design, Noise & Vibration Assessment

Die Strecke Delhi–Ghaziabad–Meerut ist eine 82,15 km lange, zweigleisige Strecke, die im Zentrum 
von Delhi in einem Terminal beginnt und bis Meerut führt. 68 km Streckenlänge werden auf Viadukten 
errichtet, die restlichen Abschnitte in Tunnel. Der Oberbau wurde in Fester Fahrbahn Typ STA ausgeführt. 

Lage  Delhi, Indien 
Auftraggeber  Porr Bau GmbH, ADB Asian Development Bank 

Leistung VCE  Track Design, Noise & Vibration Assessment


